








Benicia-Martinez Bridge

used multiple travelers and cre-
ative work methods to sustain
various activities, such as instal-
lation of debris shields, form ro-
tation, concrete placement, curing
and stripping to manage a tight
schedule.”

Up Next

“After the traffic switch at the
conclusion of stage one, work
will begin on the southern portion
of the bike path on the Martinez
side,” said Ronning. “Additional-
ly, work on Marina Vista Avenue
will be underway to correct a drainage
problem that has resulted in localized
flooding during the rainy season.” The
new finished grade will be approxi-
mately two feet higher than the exist-
ing grades.

“We're using a fairly new method to
reduce the loads on the bay mud by us-
ing cellular concrete. Cellular concrete
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consisting of lightweight cement paste
mixed with cellular polymer will be
placed in a cell approximately 1,000
feet long by 36 feet wide with depths
up to 15 feet. It will be a new item for
everyone on the project,” said Horn.
“Access will continue to be an ex-
treme challenge,” Horn re-emphasized,
“As is making sure the false-work

Excavation will eventually reach 6.5 feet below
sea level, requiring an elaborate dewatering
system. (Photo courtesy of Top Grade
Construction)

support system being utilized won’t af-
fect the railroad below.”

Estimated completion is in June
2009. H
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